Block Cores

Product ldentification W Block Cores

SF 70 30 B -E20 -060

| Permeability: 60
Height: 20mm
A Block Cores
Width: 30mm
Length: 70mm
SF: Si-Fe S: Sendust H: High Flux

Electromagnetic Properties

Dimensions ( mm | Cross
Part No. Section
I R Arealom’)
SF5030B-E15 50.5 30.3 15 45
SF5030B-E20 50.5 | 30.3 | 20 (5]
SFE030B-E15 60.5 30.3 15 4.5
SFE030B-E20 60.5 30.3 20 6
SF7030B-E15 705 ' 303 | 15 ' 4.5
SF7030B-E20 70.5 | 30.8 20 6
SF80308-E15 80.5 30.3 ' 15 4.5
SF8030B-E20 80.5 30.3 20 &

#8F [ Si-Fe ) ,S{Sendust) H(High Flux)and customized designs are also available,
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Block Cores

Product lde

ntification

M Block Cores

Assembled Window Sectional AunH/NG = 12%

(L x W x Hmm) £ Aron : -
[em’) (em’) 026 040 u 060 u
SF5030B-E15 | 80x50x30 18.71 15 3 95 121 181
SF5030B-E20 90 % 50 % 30 18.28 24 3 130 165 247
SFG030B-E15 | 90x60x30 22.71 18 4.5 79 100 149
SFB030B-E20 | 100 x 60 x 30 22.28 12 B 107 135 203
SF7030B-E15 | 100x 70 %30 26.71 28 4.5 67 85 127
__SF7030B-E20 | 110x70x30 26.28 21 6 91 115 172
SF8030B-E15 | 110 x80x 30 30.71 40 4.5 58 74 110
SF8030B-E20 | 120 % 80 % 30 30.28 32 6 78 100 149

#5F | 8i~Fe ) ,5(Sendust) H{High Flux)and customized designs are also available.
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